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DIAGNOSIS KIT
Diagnosis kit for checking the oil status 
in A/C R134a systems

DIAGNOSIS KIT
Diagnosis kit for checking the oil status  
in A/C R1234yf systems

RECYCLING FLUSHING KIT
Recycling flushing kit for a/c installations (Audi/ 
VW-like) complete with external tank, hoses 
and case with by-pass adapters for expansions 
valves and filters

The case with adapters only (for expansions 
valves and filters)

FLUSHING KIT
Refilling flushing kit for a/c installations with freon R134

RECYCLING FLUSHING KIT
Recycling flushing kit for a/c installations (A) with the visuali-
sation of the gas flow / reverse flow (B)

BUS EVOLUTION flushing unit
With trolley, 30lt tank, rapid coupling for nitrogen 
external tank for the drying, 220V 50Hz, with high 
pressure pump >8,3 Bar, it is possible to perform 
an inverted flushing without disconnecting the tubes 
(to be done on open installations only)

Cod. 01.000.96

Cod. 01.000.240

Cod. 01.000.213

Cod. 01.000.235

Cod. 01.000.236

Cod. 01.000.139

Cod. 01.000.265

A / C  A C C E S S O R I E S

Cod. 01.000.206

Cod. 01.000.54

Cod. 01.000.91

Couple of brackets for the flushing of A/C 
systems for buses

Flushing liquid for A/C,1 lt, non-flammable

Flushing liquid for A/C,10 lt, non-flammable

STANDARD ACCESSORIES
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